
This Page Is Inserted by IFW Operations

and is not a part of the Official Record

BEST AVAILABLE IMAGES

Defective images within this document are accurate representations of

the original documents submitted by the applicant.

Defects in the images may include (but are not limited to):

• BLACK BORDERS

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES

• FADED TEXT

• ILLEGIBLE TEXT

• SKEWED/SLANTED IMAGES

• COLORED PHOTOS

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS

• GRAY SCALE DOCUMENTS

IMAGES ARE BEST AVAILABLE COPY.

As rescanning documents will not correct images,

please do not report the images to the

Image Problem Mailbox.



WORLD INTELLECTUAL PROPERTY ORGANIZATION
Inteznstioiud BureauPCX

INTERNATIONAL APPLICATION PUBUSHED UNDER THE PATENT COOPERATION TREATY (PCT)

(51) International Patent Classification ^ :

C08F 255/00 Al
(11) International Pntdication Nombcr: WO 94/25498

(43) Intmational PbUicatkm Date: 10 November 1994 (10.1 1S4)

(21) International AppBeation Nnmbcrt PCn'/CA94/00224

(22) International Filing Date: 22 April 1994 (22.04M)

(30) Priority Data:
9308669^ 27 April 1993 (27.04.93) GB

(71) AppBcant: DUPONT CANADA INC [CA/CA]; Box 2200
Streetsville, Nfississauga, Ontario L5M 2H3 (CA).

(72) Inventors: KELLY* Peter, Yates; P.O. Box 866, KLngstcHi,

Ontario K7L 4X6 (US). MITCHELL, David, John; 242
WiUingdoD Avenue, iOngston, Ontario K7L 4J1 (US).

(74) Agoit: GALLOWAY, Wanen, J.; Sim & McBumey, Sinte 701,

330 Universi^ Avenue, TorontOi, Ontario MSG 1R7 (CA).

(81) Desgnated States: AT, AU. BB, BG, BR, CA, CH, CZ, DE,
DK. ES.FI,(a,HU,JP,KP,KR,LK.LU,MO,MN, MW.
NL. NO, NZ, PL, FT, RO. RU. SD, SB, SK, UA, European
patent (AT, BE, CH, DE, DK, ES. FR, GB. GR, IE, FT. LU,
MC, NL, FT, SE;), OAFI patent (BF, BJ, CP, CG, CI, CM,
GA, GN, ML, MR. NE. SN, TD, TG).

PabUshed
With intemaHcmal search report.

Before the ejqtiratum of the time limit for amending the

claims and to he npublished in the event of ifte receipt €f
amendments.

(54) Title: GRAFTING OF MONOMERS ONTO POLYOLEFINS IN PRESENCE OF ORGANIC PEROXIDES

(57) Abstract

A method for the grafting of a monomer onto a polyolefin in die piesenoe of an oiganic peroxide is disclosed. The polyolefin is a
polyolefin that, when molten, undergoes cross-linking in the presence of the organic peroxide. The method comprises: (a) admixing the

polyolefin in an extruder with 25 to 6000 ppm, based on the weight of the polyolefin, of an organic peroxide coated onto a carrier polymer
and up to 5 %, by weight of die polyolefin, of a grafting monomer capable of being grafted onto the polyolefin in the piesenoe of the organic

peroxide. The admixture is heated to a temperature above the melting point of both the polyolefin and the carrier polymer under admixing
conditions to efifect grafting of said grafting monomer onto the polyolefin, said carrier pi^ymer undergoing chain scission in preference to

cross-Unking in the presence of the organic peroxide at said temperature. Grafted polyolefin is extntded from the extruder. Tbe mediod
may be used to produce grafted polyolefios with lower levels of gels and specks, e^>ecially for ose in films and adheaves.



FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify Slates party to the PCT on the front pages of pampiilets publishing intemalianal

applications under the PCT.

AT AnatrU GB United KlDgdam MR Manrltattia

AV GE Georgia MW Malawi

BB BntadM GN Guinea NE Nlgir

BE Belghxn GR Greece NL Netbertands

BF BuxUiiA FtM HU Hungary NO Norway

BG BulgarlA

Bcala

m frelaod NZ New Zealand

Rl IT Italy PL Poland

BR Bfuil JP Japan PT I^altngal

BY Belarus KE Kenya RO Romania

CA Cuuda KG Kyigystan RU Rusnan Podoitioo

CF Cemnd Afitean Repubfic KP Dempcratic Feo^'a Republic SD Sudan

CG Coogp of Korea SB Swoden

CH StvttBcrtiod KR Republic of Koiea SI SloiicoU

CI COce d'lvotfB KZ Kazakfastan SK Slovakia

CM Cunaooo U SN Senegal

CN China LK Srt Lanka TD Chad

CS C^ecbodovakia LU TG Togo

cz Crrcb Republic

CScnnuQT

LV LarvU TJ T^fiktatao

DB MC Mooaco TT TMnidad and Tobago

DK OtDmaric MD RepcftDc of BAddova UA Uknine

ES Spain MG Madagascar US United Stitea ofAnatea

FI FinUnd ML MaU UZ Uxbcklsttn

FR RraooB MN Mongolia VN Viet Kara

GA Gaboo



wo 94/25498 FCT/CA94/00224

GRAFTING OF MONOMERS ONTO

POLYOLEFINS IN PRESENCE OF ORGANIC PEROXIDES

The present invention relates to the grafting of

monomers onto polyolefins in the presence of organic

5 peroxides, in which the organic peroxide is on a carrier
polymer that, under the grafting conditions, undergoes
chain scission in preference to cross-linking in the
presence of organic peroxides.

Polymers of alpha-olefins in which the alpha-olefin
10 is a hydrocarbon are well known. Such polymers,

especially homopolymers of ethylene and copolymers of

ethylene with the higher €4-0,0 alpha-olefins are used in

large volumes for a variety of end-uses. These polymers
are relatively non-polar, which is an important and

15 beneficial characteristic for many end-uses. However,
non-polar characteristics are also a disadvantage, for
instance with respect to adhesion between polar materials
and the polyolefins.

Properties of polyolefins may be modified by the
20 grafting of polar monomers onto the polyolefin. Melt

grafting processes are described in U.S. Patent 4 612 155
of R.A. Zelonka and C.S. Wong, which issued 1986
September 16. In particular, that patent describes a
grafting process in which polyolefin in particulate form

25 is fed to an extruder together with grafting agent and
organic peroxide, the latter being in the form of a

composition with a second polymer of lower melting point
and lower melt viscosity.

In melt grafting processes, it is necessary to
30 obtain adequate mixing of the grafting monomer and

organic peroxide in the polyolefin prior to significant
formation of radicals upon decomposition of the organic
peroxide. If the mixing is inadequate there is a

tendency for the polyolefin and/or grafting monomer to
35 undergo cross-linking reactions which form localized
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cross-linked polymer 1:hat: becomes apparent as gel, black

contaminant particles or other specks in the grafted

polymer in the extruder. Both gel and black contaminant

particles or other specks are unacceptable in any

5 significant level for many end-uses e.g. in films.

A grafting process that is less susceptible to gel

formation and speck foziaation has now been found.

Accordingly, the present invention provides a method

for the grafting of a monomer onto a polyolefin in the

10 presence of an organic peroxide, said polyolefin being a

polyolefin that, when molten, undergoes cross-linking in

the presence of the organic peroxide, said method

comprising:

(a) admixing in an extruder an admixture of (i)

15 said polyolefin, (ii) 25 to 6000 ppm, based on the weight

of the polyolefin, of an organic peroxide coated onto a

carrier polymer, the amount of organic peroxide coated

onto said caxxier polymer being at least 0.2% by weight

of the carrier polymer, and (iii) up to 5%, by weight of

20 the polyolefin, of a grafting monomer capable of being

grafted onto the polyolefin in the presence of the

organic peroxide;

(b) heating the admixture to a temperature above

the melting point of both the polyolefin and the carrier

25 polymer under admixing conditions to effect grafting of

said grafting monomer onto the polyolefin, said carrier

polymer undergoing chain scission in preference to cross-

linking in the presence of the organic peroxide at said

temperature ; and

30 (c) extruding grafted polyolefin from the extruder.

In a preferred embodiment of the method of the

present invention, the grafted polyolefin so extruded has

a lower level of gel and specks than if the carrier

polymer had been a polyolefin that does not undergo chain

35 scission in the presence of the organic peroxide. In
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particular, the grafted polyolefln has a lover level of

gel and specks than obtained when the polyolefin of step
(a) (1) is also used as the carrier polymer.

In another embodiment, the melting point of the

5 carrier polymer is higher than the melting point of the
polyolefin.

As used herein, it is understood that it may be

determined whether a polymer preferentially undergoes

chain scission or cross-linking in the presence of an

10 organic peroxide at the temperature of grafting by

extruding the polymer at the temperature of grafting in

the presence of the organic peroxide and determining
whether the molecular weight of the polymer increases or
decreases. As disclosed above, the temperature of

15 grafting is above the melting point of both the carrier
polymer and the polyolefin that is to be grafted.

The process of the present invention involves
feeding to an extruder an admixture of a polyolefin,
organic peroxide coated onto a carrier polymer and a

20 grafting monomer. The polyolefin may be a homopolymer of
ethylene or copolymer of ethylene or propylene, including
copolymers with the higher alpha-olefins e.g. C4-C10 alpha-
olefins, examples of which are butene-1, 4-methyl
pentene-1, hexene-1 and octene-1. In addition, the

25 polyolefin may be a copolymer of ethylene with one or
more other ethylenically-unsaturated monomers that are
polar in nature e.g. vinyl esters of carboxylic acids,
vinyl halides and unsaturated carboxylic acids or esters
thereof. Specific examples include copolymers of

30 ethylene with at least one of acrylic acid, methacrylic
acid, carbon monoxide, methyl acrylate, butyl acrylate,
methyl hydrogen maleate and vinyl acetate. In addition,
the polyolefin may be an ionomer e.g. a sodium,, zinc or
aluminiim ionomer of an acid copolymer formed from

35
.

ethylene and an ethylenically unsaturated carboxylic
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acid. Examples of ^he above polymers are available from

Du Pont Canada Inc. or E.I. du Pont de Nemours and

Company under the trade marks Sclair®, Elvax®, Nucrel® or

Surlyn®, depending on the particular polymer.

5 The organic peroxide used in the process of the

present invention has a half-life at 150 ^c of from about

one minute to about 120 minutes. The organic peroxide,

which as used herein includes hydroperoxides, may for

example be a peroxy ester, peroxy ketal, bis (tert.-alkyl

10 peroxy alkyl) benzene, dicumyl peroxide or acetylenic

diperoxy compound. Other organic peroxides are known to

those skilled in the art, including t-butyl hydroperoxide

and di-t-butyl peroxide. Preferred organic peroxides are

2,5**dimethyl-2,5-di(t-butyl peroxy) hexane and 2,5-

15 dimethyl-2,5-di(t-butyl peroxy) hexyne-3 which are

available under the trade marks Lupersol 101 and 130,

.respectively, from Elf Atochem. The organic peroxide is

coated onto a polymer in an amount of at least 0.2% by
weight, which may result in absorption into the polymer,

20 such that the polymer acts as a carrier for the organic
peroxide. The carrier polymer is a polymer that, under

the grafting conditions, undergoes chain scission in

preference to cross-linking in the presence of an organic

peroxide. In preferred embodiments, the carrier polymer
25 also has a melting point that is higher than the melting

point of the polyolefin, although the melting point of

the carrier polymer should not be unreasonably higher
because both the polyolefin and carrier polymer need to

become molten during the extrusion process, without
30 excessive heating especially excessive heating of the

polyolefin or carrier polymer above its melting point.

Examples of the carrier polymer are polypropylene,

copolymers of propylene with ethylene or other C4-C10

alpha-olefin, poly-l-butene, copolymers of 1-butene with
35 minor amounts of ethylene or other C3-C10 alpha-^olefin.
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polys-tyrene , and block copolymers of styrene with a €4-03

dlene

•

The grafting monomer may be ethylenically

unsaturated carboxylic acids and ethylenically

5 tinsatxirated carboxylic acid anhydrides, including

derivatives of such acids, and mixtures thereof, and

vinyl trialkoxy silanes. Examples of the acids and

anhydrides, which may be mono, di- or polycarboxylic
acids, are acrylic acid, methacrylic acid, maleic acid,

10 fumaric acid, itaconic acid, crotonic acid, itiaconic

anhydride, maleic anhydride and substituted maleic
anhydride e.g. dimethyl maleic anhydride or citraconic

anhydride, nadic anhydride, nadic methyl anhydride and
tetrahydro phthalic anhydride. Examples of derivatives

15 of the unsaturated acids are salts, imides, amides and
esters e.g. mono-* and disodium maleate, acrylamide,

maleimide, glycidyl methacrylate and diethyl fumarate.
Examples of the vinyl trialkoxy silanes are vinyl
trimethoxy silane and vinyl triethoxy silane.

20 The amount of organic peroxide will depend in

particular on the characteristics of the polyolefin and
of the grafting monomer but will be in the range of 25-

6000 ppm, especially 100-3000 ppm, and particularly in

the range of 500-2000 ppm, based on the amoiint of
25 polyolefin in the admixture fed to the extruder.

The amount of monomer will depend in particular on
the reactivity of the monomer and the level of grafting
that is to be achieved. For example, if the monomer is

maleic anhydride, the amount of monomer may be as high as
30 about 5% by weight of the polyolefin, especially 0.1-3%

by weight and particularly in the range of 0.2-2% by
weight. With other monomers, different amounts may be
preferred.

In preferred embodiments of the invention, the
35 temperature of the extruder, the half-life of the organic
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peroxide at the extrusion temperature, the relative

melting points of the polyolefin and carrier polymer, the

rate of chain scission of the carrier polymer at the

extrusion temperature, the melt viscosities of the

5 polyolefin and the carrier polymer, especially during

chain scission, are all balanced to obtain uniform

distribution of the grafting monomer in the melt

sufficiently prior to decomposition of the organic

peroxide at significant rates in order to optimize the

10 uniformity of the grafted polyolefin, including minimal

formation of gel or black contaminants or specks. Such

an ability to optimize the process will depend on many
factors, including the particular extruder being used.

While additives may be incorporated into the
15 polyolefin or carrier polymer prior to feeding the

admixture to the extruder, it will be appreciated by

persons skilled in the art that some additives have
detrimental effects on the grafting process, and for that
reason should not be used in the process of the present

20 invention.

The components of the admixture may be fed to the
extruder in a number of ways. For example, the

polyolefin may be fed to the extruder and heated to a

molten condition. The organic peroxide, on carrier
25

.
polymer, and grafting monomer may then be fed directly
into the molten polyolefin, using the same or different

ports in the extruder. Alternatively, one or more of the

organic peroxide and grafting monomer may be fed to the

extruder simultaneously with the polyolefin, especially
30 the organic peroxide. The extruder should have good

mixing characteristics, with twin screw extruders being
the preferred type of extruder but other extruders with
good mixing characteristics may be used.

The process of the present invention may be used to

35 produce compositions of monomer grafted onto polyolefins
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with lower levels of gel and black contaninan^s

,

especially in comparison wi'th the corresponding grafting

process in the absence of use of a carrier of the type

described herein. The grafted polyolefin obtained by the

5 process will normally be in the form of pellets or other

comminuted shapes, but is not restricted thereto* The

grafted polyolefins may be used as such or as blends with

other polymers, especially in the form of adhesive

compositions for use with polymers or metals, in co-

10 extrusion of multi-layer structures, in coating

compositions, as compatibilizers in filled compositions

and to improve the dyeability and printability of

polymers.

The present invention is illustrated by the

15 following examples.

Example I

This exsunple illustrates the degree of film

contamination formed in grafted polyolefins made using

peroxide carrier resins which are not part of the present
20 invention i.e. each of polymers (i) , (ii) and (iii) in

Table I below, undergo cross-linking in preference to

chain scission in the presence of organic peroxide under

the grafting conditions.

The grafting extruder used in this example was an

25 Intermeshing co-rotating twin-screw extruder with a

barrel having a ratio of length:diameter of 38:1. The

temperature was set at 235

An admixture was formed in the extruder from a base

polyolefin, viz. an ethylene/vinyl acetate copolymer,

30 organic peroxide and maleic anhydride.

The organic peroxide, viz. Lupersol 101, was coated

onto a carrier polymer. The polyolefin and organic

peroxide were each fed, as an admixture, to the extruder

in pellet form, and the maleic anhydride was fed directly

35 into the first zone of the extruder. The polymer was
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extiruded from 'the extruder into water in the form of a

strand and pelletized.

The grafted polyolefin was fed subsequently to a 1.9

cm diameter single screw extruder operating at 180 and

5 extruded into a film having a width of 8 cm.

Gels and black contaminant particles or other specks

in a sample of the film were counted and normalized to
the weight of sample being assessed* In this example and
in the examples that follow, the measured gel and speck

10 level of the grafted polyolefin has been compared to the

gel and speck level of the base polyolefin extruded

through the same equipment in the absence of both organic

peroxide and grafting monomer. The grafted polyolefin
has been assigned a Gel Index based upon this comparison

15 according to the formula:

Gel Index = 5 x LOG,o ( )

(NGCfc^ polyolefia )

20

where NGC = normalized gel count.

The results for Runs 1-4 are reported in Table
I. Run 1 was a control run in which neither organic
peroxide nor grafting monomer was used. In each of Runs

25 2-4, the amount of maleic anhydride fed to the extruder-

was 1.6% and the amount of organic peroxide fed was 1600
ppm, each based upon the total weight of the base
polyolefin plus carrier polymer.
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Table I

Run No.
Base
Polyolefin

Carrier
Polymer

% Monomer
Grafted

Gel
Index

10

15

20

25

30

35

1 A none

2 A i

3 A ii

4 A lii

Note: Polyolefin A -

1.5

1.5

1.3

0

4

6

5

Polymer i
Polymer ii

Polymer lii =

40

ethylene/vinyl acetate
copolymer, containing 9% of
vinyl acetate and having a
melt index of 7 dg/min
Polyolefin A
ethylene/vinyl acetate
copolymer, containing 18% of
vinyl acetate and having a
melt index of 150 dg/min
ethylene/butene linear low
density copolymer
(polyethylene) havina a
density of 0.93 g/cm^ and a
melt index of 73 dg/min

As used in this example, melt index was
measured according to the procedure of ASTN D-1238 at

190«C and using a 2160g weight.

These runs demonstrate that grafting of

polyolefin A using carrier polymers which undergo
crosslinking in the presence of organic peroxides results

in a grafted product having a significantly increased
level of gels and specks.

Example II

The procedure of Example I was repeated, using

different carrier polymers which illustrate an embodiment

of the present invention i.e. using carrier polymers that
undergo chain scission in preference to cross-linking in

the presence of an organic peroxide.

In each of the runs in this example, the amount
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of maleic anhydride fed "to 1:he ex^xxider was 1.4% and tihe

amoun-t of organic peroxide fed was 1200 ppm, each based
upon the total weight of the base polyolefin plus carrier
polymer* The organic peroxide employed in these runs was

5 Lupersol 101.

yab^e l^X

Base Carrier % Monomer Gel
Run No. Polyolefin Polymer Grafted Index

10 5 A iii 0.9 5

6 A iv 1.0 2

7 A V 1.1 1

Note Polymer iv = propylene/ethylene copolymer
15 having a DSC melting point of

129^0 and a melt flow index of
5 dg/min.

Polymer v = propylene/ethylene copolymer
having a DSC melting point of

20 135<»C and a melt flow index of
6.8 dg/min.

The melt index of polymers (iv) and (v) was
measured using the procedure of ASTM D-1238 at 230«C and

25 with a 2160g weight. Run 5 is a comparative run, using a
polymer of Example I.

These runs demonstrate that grafting of

polyolefin A using carrier polymers which undergo
scissioning in the presence of organic peroxides results

30 in a grafted product having a significantly reduced level
of gels and specks.

ExapipJL^ J,J,l

The procedure of Example II was repeated, using
a different base polyolefin.

35 In each of the runs in this example, the amount
of maleic anhydride fed to the extruder was 1.5% and the
amount of organic peroxide fed was 1600 ppm, each based
upon the total weight of the base polyolefin plus carrier
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polymer. The organic peroxide employed in 'these rxins was
Lupersol 101.

Tab^e III

Base Carrier % Monomer Gel
5 Run No. Polyolefin Polymer Grafted Index

8 B vi 1.1 8

9 B iv 1.2 2

10 B vii 1.3 0

10 11 B viii 1.3 -2

15

20

25

30

35

Polymer vi
Polymer vii

Polymer viii =

40

Note Polyolefin B = ethylene/vinylacetate
copolymer, containing 28% of
vinyl acetate and having a
melt index of 6 dg/min.
Polyolefin B
propylene/ethylene copolymer
having a DSC melting point of
135 ®C and a melt flow index of
4.6 dg/min.
propylene/ethylene copolymer
having a DSC melting point of
143 ^C and a melt flow index of
5 dg/min.

The melt index of Polymer B was measured at
190«C and the melt Indices of polymers (vii) and (viii)

were measured at 230«C
Run 8 is a comparative run, which employed an

ethylene/vinyl acetate copolymer as the carrier polymer.
It exhibited a large degree of gel contamination since
this carrier polymer undergoes crosslinking predominantly
under these conditions in the presence of organic
peroxide. Runs 9-11 each employed a polypropylene
copolymer carrier and exhibit very much lower levels of
gel because the carrier polymers undergo scissioning
predominantly under these conditions.

Exampji^e

The procedure of Example I was repeated, using
additional different carrier polymers which further
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20

25

30

lllustra'te embodlment:s of the present Invention.

In each of the ziins in this exanple, the amount

of naleic anhydride fed to the extruder was 1.5% and the

soaount of organic peroxide fed was 1600 ppm (except 2200

ppm in runs 13 and 17) , each based upon the total weight

of the base polyolefin plus carrier polymer. The organic

peroxide employed in these runs was Lupersol 101.

Tabl^e jy
Base Carrier % Monomer Gel

10 Run No. Polyolefin Polymer Grafted Index

12 A vii 1.1 0

13 A ix 0.8 0

14 A X 1.1 0

15 15 A xi 1.1 8

16 B iv 1.1 1

17 B ix 0.7 -1

18 B xii 1.0 3

19 B xi 1.2 8

Note: Polymer ix

Polymer x

a

Polymer xi

Polymer xii

styrene homopolymer having a
melt flow index of 9 dg/min.
butene/ethylene copolymer
having a density of 0.895
g/ca? and a melt flow index of
4.0 dg/min.
ethylene/propylene elastomer
having a Mooney viscosity
(lOO^C, 1+8) of 33
styrene-ethylene/butene-
styrene block copolymer having
a melt flow index of 65
dg/min.

35 Melt Index of polymers (ix) and (xii) was

measured at 200^C and a weight of 5000 g, whereas that

for polymer (x) was measured at 230^C and a weight of

2160 g.

Runs 12-14 and 16*18 all exhibit reduced levels

40 of film contaminants when compared respectively with

SUBSTITUTE SH£c i



wo 94/25498 PCT/CA94/00224

- 13 -

comparative Runs 15 and 19 which employed a carrier

polymer for the organic peroxide which was outside the

scope of the invention.

px:^^p3.e Y
5 The procedure of Example II was repeated, using

a different base polyolefin.

In each of the runs in this example, the amount

of maleic anhydride fed to the extruder was 1.5% and the

amount of organic peroxide fed was 1500 ppm, each based

10 upon the weight of the base polyolefin plus carrier

polymer. The organic peroxide employed in these runs was

Lupersol 101.

Table V
Base Carrier % Monomer Gel

15 Run No. Polyolefin Polymer Grafted Index

20 c xiii 1.4 4

21 C iv 1.5 -1

20 Note: Polyolefin C = ethylene/methyl acrylate
copolymer, containing 21% of
methyl acrylate and having a
melt index of 2 dg/min.

Polymer xiii » ethylene/methyl acrylate
25 copolymer, containing 20% of

methyl acrylate and having a
melt index of 5 dg/min.

Melt index was measured at 190«C using a weight
30 of 2160g. Run 20 is a comparative example.

This example again shows the reduction in gel

count that is obtainable.

The procedure of Example II was repeated, using

35 a different base polyolefin.

In each of the runs in this example, the amount

of maleic anhydride fed to the extruder, was 1<..1% and the

amount of organic peroxide fed was 570 ppm, each based

upon the weight of the base polyolefin plus carrier
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15

- 14 -

polymer. The organic peroxide employed in these runs was

Lupersol 101. The carrier polymers were as defined

previously.

Table V

Base Carrier % Monomer Gel
Run No. Polyolefin Polymer Grafted Index

22 D iii 0.7 7

23 D vii 0.7 4

Note: Polyolefin D « ethylene/butene-1 linear low
density copolymer having a
density of 0.92 g/cm^ and a
melt index of 12 dg/min.

Melt index was measured at 190 using a weight
of 2160g. Run 22 is a comparative example.

This example again shows the reduction in gel

count that is obtainable.
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CLAIMS;

1. A netliod for the grafting of a monomer

onto a polyolefin in the presence of an organic peroxide,

said polyolefin being a polyolefin that, when molten,

5 undergoes cross-linking in the presence of the organic

peroxide, said method comprising:

(a) admixing in an extruder an admixture of

(i) said polyolefin, (ii) 25 to 6000 ppm, based on the
weight of the polyolefin, of an organic peroxide coated

10 onto a carrier polymer, the amount of organic peroxide
coated onto said carrier polymer being at least 0.2% by

weight of the carrier polymer, and (iii) up to 5%, by
weight of the polyolefin, of a grafting monomer capable
of being grafted onto the polyolefin in the presence of

15 the organic peroxide;

(b) heating the admixture to a temperature
above the melting point of both the polyolefin and the
carrier polymer under admixing conditions to effect
grafting of said grafting monomer onto the polyolefin,

20 said carrier polymer undergoing chain scission in

preference to cross-linking in the presence of the
organic peroxide at said temperature; and

(c) extruding grafted polyolefin from the
extruder.

25 2. The method of Claim 1 in which the grafted
polyolefin so extruded has a lower level of gel and
specks than if the carrier polymer had been a polyolefin
that does not undergo chain scission in the presence of
the organic peroxide

30 3. The method of Claim 2 in which the grafted
polyolefin has a lower level of gel and specks than
obtained when the polyolefin of step (a) (i) is also used
as the carrier polymer*

4. The method of any one of Claims 1-3 in

35 which the melting point of the carrier polymer is higher
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tlian lihe melting polnl: of lihe polyolefin.

5. The me1:hod of any one of Claims 1-4 in

which the polyolefin is selected from the group

consisting of homopolymers of ethylene, copolymers of

5 ethylene or propylene with higher C4-'Cio alpha-olefins,

copolymers of ethylene with one or more other

ethylenically-unsaturated monomers that are polar, and

ionomers.

6. The method of Claim 5 in which the

10 ethylenically-unsaturated monomers are selected from

vinyl esters of carboxylic acids, vinyl halides and

unsaturated carboxylic acids or esters thereof.

7. The method of Claim 6 in which the

polyolefin is a copolymer of ethylene with at least one

15 of acrylic acid, methacrylic acid, carbon monoxide,

methyl aerylate, butyl acrylate, methyl hydrogen maleate

and vinyl acetate.

8. The method of any one of Claims 1-7 in

which the carrier polymer is polypropylene, copolymers of

20 propylene with ethylene or other C4-C,o alpha-olefin, poly-

1-butene, copolymers of 1-butene with minor amounts of

ethylene or other C3-C10 alpha-olefin, polystyrene, or

block copolymers of styrene with a C4-Cg diene.

9. The method of any one of Claims 1-8 in

25 which the grafting monomer is selected from the group

consisting of ethylenically unsaturated carboxylic acids

and ethylenically unsatxirated carboxylic acid anhydrides,

including derivatives of such acids, and mixtures

thereof, and vinyl trialkoxy silanes.

30 10. The method of Claim 9 in which the

grafting monomer is selected from acrylic acid,

methacrylic acid, maleic acid, fumaric acid, itaconic

acid, crotonic acid, itaconic anhydride, maleic anhydride

and substituted maleic anhydride, nadic anhydride, nadic

35 methyl anhydride, tetrahydro phthalic anhydride, mono-
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and dlsodlum maleate, acrylamide, maleimlde, glycidyl

methacrylate, diethyl fumarate, vinyl trimethoxy silane

and vinyl triethoxy silane.

11 « The method of any one of Claims 1-10 in

5 which the amount of organic peroxide is in the range of

100-3000 ppm.

12. The method of any one of Claims 1-11 in

which the monomer is maleic anhydride and the amount is

0.1-3% by weight of the polyolefin.

SUBSTITUTE SHEET



INTERNATIONAL SEARCH REPORT
International application No.

PCT/CA 94/00224

A. CLASSIFICATION OF SUBJECT MATTER
IPC 5 C08F255/00

According to InteraationAl pAtent QasiQcstion (IPQ or to both natioiiil dasificalion and IPC

B. FIELDS SEARCHED
Mimmum doaimcnt&tion searched (dasdficfltion fystem followed by d
IPC 5 C08F C08K

asifieaiion wyutoo^

Documentaiioa searched odier ihan RUtttmoin documentation lo the exb3it that such documents are included in the fidds searched

Bectnmic data base consulted during the tntematiottal search (name of data base and. where practical, search tenns used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

Category' Qtation of document, with indication, where appropiiate, of the rdevant passages Rdevant to daim No.

EP,A,0 266 994 (DU PONT CANADA) 11 Hay
1988
see claim 3; example VIII

EP,A,0 210 307 (DU PONT CANADA) 4 February
1987
see claims; examples

US. A, 4 612 155 (WONG ET AL.) 16 September
1986
see claim 1; examples

1-12

1-12

1-12

Panther documents are listed in die coniinuaiion of box C. m Patent family B listed in

* Special casegories of dted documents :

*A' document dcRning the general state of the art which is not
considered to be of particular rdevance

'E* earlier document but published on or after the international

filing date

'L' document which may throw doubts on priority daira(s) of
which is dted to establish the publication date of another
dtation or other spcdal reason (as spedfied)

'O' document referring to an oral disdosure, use, cadubition or
other means

"P^ document published prior to the international filing date taut

later than the priority date daimcd

T" later document puldished after die intematiCHial iQling date
or priority date and not in conflict with die application but
cited to undeistand the prindple or theory undeilying the
invention

*X* document of paiticular relevance; the daimed invention
cannot be considered novel or cannot be considncd to
involve an inventive step when the document is taken alone

'Y' document of particular relevance; the daimed invention
cannot be considered to inv(dve an inventive step when the
document is combimd wiUi one or more other such docu>
roents, such combination being obvious to a peiaon skilled

in the art.

'A' document member of die same patent family

Date of the actual completioa of the international search

5 August 1994

Date of mailing of the international search report

3d.Ga m
Name and mailing address of the ISA

European Patent Ofltoe. P.B. 5S18 Patenttaan 2
NL - 32SO HV Rijswiik
Td.(i>3t>70) 340-2040, Tx. 31 651 eponi.
Fax: (-f 31-70) 340-3016

Authorized officer

Lolselet-Talsne. S

Fona PCr/ISA/210 (teoond sHest) (luiy 1999)



INTERNATIONAL SEARCH REPORT
InflvraMioii on punt funilymonlKn

International application No.

PCT/CA 94/00224

Patent document
cited in search report

Publicadon
date

Patent family
niember(s)

Publication
date

EP-A-0266994 11-05-88 JP-A- 63178117 22-07-88

EP-A-0210307 04-02-87 CA-A-
AU-B-
AU-A-
JP-A-

1236613
576603

4509985
62001711

10-05-88
01-09-88
08-01-87
07-01-87

US-A-4612155 16-09-86 NONE

Fom PCT/UA/aiO (piUnt tanlly t) (Ittly 1993}


